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	GENERAL
	4 GENERAL SAFETY PRACTICES
	4.1 Introduction
	4.2 Stability
	(a) The user shall train carrier operators to adhere strictly to the operating instructions stated in this Standard.
	(b) The user shall survey specific operating conditions and environment, and establish and train carrier operators to comply with additional, specific safety practices.
	4.3 Nameplates, Markings, Capacity, and Modifications
	4.4 Fuel Handling and Storage
	4.5 Changing and Charging Storage Batteries for Electric Personnel and Burden Carriers
	4.6 Hazardous Locations
	4.7 Lighting for Operating Areas
	4.8 Control of Noxious Gases and Fumes
	4.9 Warning Device(s)


	5 OPERATING SAFETY RULES AND PRACTICES
	5.1 Personnel and Burden Carrier Operator Qualifications
	5.2 Personnel and Burden Carrier Operators’ Training
	(a) instructional material provided by the manufacturer;
	(b) emphasis on safety of passengers, material loads, carrier operator, and other employees;
	(c) general safety rules contained within this Standard and the additional specific rules determined by the user in accordance with this Standard, and why they were formulated;
	(d) introduction of equipment, control locations and functions, and explanation of how they work when used properly and when used improperly, and surface conditions, grade, and other conditions of the environment in which the carrier is to be operated;
	(e) operational performance tests and evaluations during, and at completion of, the program.
	5.3 Personnel and Burden Carrier Operator Responsibility
	5.4 General
	5.5 Traveling
	5.6 Loading
	5.7 Operator Care of Personnel and Burden Carriers


	6 MAINTENANCE PRACTICES
	6.1 Introduction
	6.2 Maintenance Procedures
	(a) A scheduled preventive maintenance, lubrication, and inspection system shall be followed.
	(b) Only qualified and authorized personnel shall be permitted to maintain, repair, adjust, and inspect carriers.
	(c) Before undertaking maintenance or repair, follow the manufacturer’s recommendations for immobilizing the carrier.
	(d) Block chassis before working underneath it.
	(e) Before disconnecting any part of the engine fuel system of a gasoline or diesel powered carrier with gravity feed fuel systems, be sure shutoff valve is closed, and run engine until fuel system is depleted and engine stops running.
	(f) Before disconnecting any part of the engine fuel system of LP gas powered carriers, close the LP gas cylinder valve and run the engine until fuel in the system is depleted and the engine stops running.
	(g) Operation to check performance of the carrier shall be conducted in an authorized area where safe clearance exists.
	(h) Before commencing operation of the carrier, follow the manufacturer’s instructions and recommended procedures.
	(i) Avoid fire hazards and have fire protection equipment present in the work area. Do not use an open flame to check level or leakage of fuel, battery electrolyte, or coolant. Do not use open pans of fuel or flammable cleaning fluids for cleaning parts.
	(j) Properly ventilate the work area.
	(k) Handle LP gas cylinders with care. Physical damage, such as dents, scrapes, or gouges, may dangerously weaken the tank and make it unsafe for use.
	(l) Brakes, steering mechanisms, speed and directional control mechanisms, warning devices, lights, governors, guards, and safety devices shall be inspected regularly and maintained in a safe operating condition.
	(m) Special carriers or devices designed and approved for hazardous area operation shall be inspected to ensure that maintenance preserves the original approved safe operating features.
	(n) Fuel systems shall be checked for leaks and condition of parts. If a leak is found, action shall be taken to prevent the use of the carrier until the leak has been eliminated.
	(o) The carrier manufacturer’s capacity, operation, and maintenance instruction plates, tags, or decals shall be maintained in legible condition.
	(p) Batteries, motors, speed and directional controllers, limit switches, protective devices, electrical conductors, and connections shall be inspected and maintained in conformance with manufacturers recommended procedures.
	(q) Carriers shall be kept in a clean condition to minimize fire hazards and facilitate detection of loose or defective parts.
	(r) Modifications and additions which affect capacity and safe machine operation shall not be performed by the customer or user ...
	(s) Care shall be taken to ensure that all replacement parts are interchangeable with the original parts and of a quality at least equal to that provided in the original equipment.
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	GENERAL
	PART II
	MAINTENANCE AND OPERATIONS
	5. GENERAL SAFETY PRACTICES
	5.1. Introduction
	5.2. Safety Survey
	5.2.1. Steep Grade
	5.2.2. Wet Areas
	5.2.3. Sharp Turns, Blind Corners, Bridge Approaches
	5.2.4. Loose Terrain
	5.2.5. Golf Car/Pedestrian Interference Areas



	6. MAINTENANCE
	6.1. Introduction
	6.1.1. Golf cars may become hazardous if maintenance is neglected or improperly performed. Therefore maintenance facilities, tra...

	6.2. Preventive Maintenance
	6.2.1. Personnel
	6.2.2. Parts and Materials
	6.2.3. Ventilation
	6.2.3.1. Ventilation for gasoline powered golf cars shall be provided to remove flammable vapors, fumes and other flammable materials. Consult applicable fire codes for specific levels of ventilation.
	6.2.3.2. Ventilation for electric powered golf cars shall be provided to remove the accumulation of flammable hydrogen gas emitt...

	6.2.4. Maintenance Procedures
	6.2.5. Maintenance Safety Procedures
	6.2.5.1. Follow manufacturer’s instructions for immobilizing golf car before beginning any maintenance.
	6.2.5.2. Block chassis before working underneath golf car.
	6.2.5.3. Before disconnecting any part of the fuel system, drain the system and turn all shut off valves to the ‘OFF’ position to prevent leakage or accumulation of flammable fuels in the work area.
	6.2.5.4. Avoid fire hazards and have fire protection equipment available.
	6.2.5.5. Before performing any maintenance on an electric golf car, disable the electrical system in accordance with the manufacturer’s instructions.
	6.2.5.6. Use only properly insulated tools when working on electrically powered golf cars or around batteries.
	6.2.5.7. Brakes, steering mechanisms, warning devices, governors and all other safety devices shall be inspected and maintained in a safe and proper operating condition and shall not be modified as supplied by the manufacturer.
	6.2.5.8. After each maintenance or repair the golf car shall be driven by qualified, trained and authorized personnel to ensure proper operation and adjustment.
	6.2.5.9. Driving golf car to check for proper operation and adjustment after repair shall be performed in an area that is free of vehicular and pedestrian traffic.
	6.2.5.10. Record all maintenance performed in a maintenance record log by date, name of person performing maintenance and type o...
	6.2.5.11. Provide operator comment cards to assist in identifying non-periodic maintenance needs for specific golf cars.

	6.2.6. The controlling party shall maintain in a legible condition all nameplates, warnings and instructions which are supplied by the manufacturer.
	6.2.7. The controlling party shall not perform any modification or addition which affects capacity or safe operation, or make an...
	6.2.8. As required under paragraphs 6.2.6 and 6.2.7 the manufacturer shall be contacted to secure new nameplates, warnings or instructions which shall then be affixed in their proper place on the golf car.


	7. FUELS HANDLING AND STORAGE/ BATTERY CHARGING
	7.1. The controlling party shall supervise the storage and handling of liquid fuels in accordance with applicable fire and safety requirements.
	7.2. Storage and handling of liquefied petroleum gas fuels shall be in accordance with American Gas Association recommendations and applicable fire safety requirements.
	7.3. The controlling party shall require battery changing and charging facilities and procedures to be in accordance with applicable ordinances or regulations (also see paragraph 6.2.3.2).
	7.4. The controlling party shall periodically inspect facilities and review procedures to be certain that the procedures in paragraphs 6.2.3.2 and 7.3 are being followed.
	8. OPERATING SAFETY RULES AND PRACTICES
	8.1. Operator Qualifications
	8.1.1. Only authorized persons shall be allowed to operate golf cars. It is recommended that no persons be allowed to operate golf cars except those persons who posses a valid motor vehicle driver’s license.
	8.1.2. The controlling party shall display the operation and safety instructions as recommended by the golf car manufacturers an...





